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03A

Window Sill:

sill 15° slope overhang
30-50mm

MS sealant

WANZ continuous support bar &
location window bracket

note: apply MS sealer to sill
& jambs before plastering

air seal - to be installed by
builder

selected aluminium joinery

Specialized Renderit plaster
and mesh with selected
Specialized finish

flashing tape continuous
along sill, 50mm onto face
of underlay and 100mm
min up jambs - refer to
E2/AS1

200mm wide polyethylene
flashing inline with E2/AS1
sill flashing to extend 200mm
past each end of window
by others

Aerobrick AAC systemcavity insluation

20mm H3.1 timber
kick out batten

7.
5m

m
 - 

10
m

m

AEROBRICK AACSCALE: 1:2
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03B

Window Sill:

Appraisal No.??? [????]

note: apply MS sealer to sill
& jambs before plastering

Specialized Renderit plaster
and mesh with selected
Specialized finish

Aerobrick AAC system

cavity insulation

flashing tape continuous
along sill, 50mm onto face of
underlay and 100mm min up
jambs - refer to E2/AS1

MS sealant

selected aluminium joinery

40 - 75mm drained cavity
200mm wide polyethylene
flashing inline with E2/AS1
sill flashing to extend 200mm
past each end of window
by others

air seal - to be installed by
builder

WANZ continuous support bar &
location window bracket

20mm H3.1 timber
kick out batten

Aerobrick AAC with 15° min
slope cut on top of sill

7.
5m

m
 - 

10
m

m

AEROBRICK AACSCALE: 1:2
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02A

Window Jamb:

7.5mm

20 x 20mm PVC L bead

cavity insulation

selected aluminium joinery

brick ties screw fix to framing
- spacings 200mm MAX from opening

Aerobrick AAC

Specialized Renderit
plaster and mesh with
selected Specialized finish

apply MS sealer to jambs
& sill before plastering

air seal - to be installed
by builder

wall underlay lapped &
stapled on inside edge.
flashing tape over as per
E2/AS1 100mm up jambs

40 - 75mm drained cavity

note: apply MS sealer to sill
& jambs before plastering

200mm wide polyethylene
flashing inline with E2/AS1

hold polyethylene flashing
off wall underlay using a
H3.1 20mm kickout
batten

AEROBRICK AACSCALE: 1:2

© copyright 2015 Specialized Construction Products Ltd All Dimensions to be site checked before construction & installation

web www.specialized.co.nz

04A

Window Head: TIMBER JOINERY

35
m

m
 m

in

selected timber joinery complying
with NZS 3610

Aerobrick AAC system

cavity insulation

wall underlay to be continued
under lintel and taped with
Protecto Sill System (or
similar) at corners by builder

Specialized Renderit plaster and
mesh with selected Specialized
finish

7.
5m

m

aluminium window
head flashing with 15°

slope and 10mm
cover at window head

brick ties in line with E2/AS1
40 - 75mm drained cavity

additional layer flashing tape
lapped aluminium head flashing

2-5 gap

Supporting lintel as defined
by the width of penetration.
Refer to E2/AS1 table 18e

brick head drip edge bead

air seal - to be installed
by builder

Note: this drawing is outside
the scope of BRANZ
Appraisal ?????? (2015)

AEROBRICK AACSCALE: 1:2
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04C

Window Sill: TIMBER JOINERY

sill 15° slope overhang
30-50mm

flashing tape continuous
around sill and jambs -
refer to E2/AS1

selected timber joinery

Specialized Renderit
plaster and mesh with
selected Specialized
finish

Aerobrick AAC system

cavity insluation

air seal - to be installed by
builder

200mm wide polyethylene flashing
inline with E2/AS1 sill flashing to
extend 200mm past each end of
window by others

20mm H3.1 timber
kick out batten

Note: this drawing is outside
the scope of BRANZ
Appraisal ?????? (2015)

AEROBRICK AACSCALE: 1:2
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04B

Window Jamb: TIMBER JOINERY

7.5mm
cavity insulation

brick ties in line with E2/AS1

Aerobrick AAC system

20 x 20mm L bead

Specialized Renderit plaster and mesh with selected
Specialized finish

40 - 75mm drained cavity

wall underlay lapped & stapled on
inside edge. flashing tape over as
per E2/AS1 100mm up jambs

air seal - to be installed by builder

jamb flashing notched into timber
window sill joinery with approved
joint seal tape supplied by others

selected timber joinery profiles
complying with NZS 3610

8-10mm MS sealant and pef backing
rod supplied and installed by others

H3.2 timber batten

Note: this drawing is outside
the scope of BRANZ
Appraisal ?????? (2015)

AEROBRICK AACSCALE: 1:2
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04G

Wall: External Corner - B.B WEATHERBOARD

30
0m

m
 m

ax

20 x 20mm PVC
L bead

selected weatherboard cladding

vertical 20mm H3.1 timber
battens

brick ties inline with
E2/AS1

cavity insulation

Aerobrick AAC
system

breather type wall
underlay continuous
around corner as
installed by builder

Specialized Renderit
plaster and mesh with
selected Specialized
finish

8-10mm MS sealant
over PEF backing rod
installed by others

20mm cavity

40-75mm drained
cavity

timber scriber

edge of slab (provide
nib to support end of
Aerobrick wall)

AEROBRICK AACSCALE: 1:2
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05F

Wall: Internal Corner - CONCRETE BLOCK

cavity insulation

200mm band of protecto EIFS tape supplied
and installed by others. Tape must extend a

minimum of 50mm under plaster on blockwork

concrete block

DPC on timber framing between
surfaces

Specialized Masonry Leveling
Compound with selected finish

20 x 50mm PVC L-bead

8-10mm MS sealant and
PEF backing rod supplied

and installed by others

Aerobrick AAC system

Specialized Renderit plaster and mesh with
selected Specialized finish

approved breather type wall
underlay as installed by the

builder

AEROBRICK AACSCALE: 1:2
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07B

Wall / Floor: TIMBER SUBFLOOR

>1
00
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25

selected flooring

H5 timber pile

approved breather type
wall underlay as installed
by builder

Specialized Renderit
plaster and mesh with
selected Specialized
finish

continuous 100 x 75 x
6mm galv. angle for
cladding support fixed
with M10 x 75mm hot
dipped galvanised
coach screws at
600mm ctrs max

weep holes or vents to
achieve ventilation
@ 1000mm² per lineal
metre of wall

premeshed PVC corner
bead

Aerobrick AAC system
cavity insulation

40 - 75mm drained cavity

brick ties in line with E2/AS1

internal linings

Note: this drawing is outside
the scope of BRANZ
Appraisal ?????? (2015)

AEROBRICK AACSCALE: 1:2
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09B

Roof / Wall: TRANSVERSE APRON FLASHING

Appraisal No.??? [????]

25

35

Aerobrick AAC
system

40 - 75mm drained
cavity

breather type wall
underlay as installed
by builder

selected roofing

continuous 100 x 75
 x 6mm galv. angle for
cladding support fixed
with M10 x 75mm hot
dipped galvanised
coach screws (one
per stud)

Specialized
Renderit plaster

and mesh with
selected

Specialized
finish

weep holes or vents
to achieve ventilation
@ 1000mm² per
lineal metre of wall

premeshed PVC
corner bead

flashing must extend
a minimum of 75mm
behind cladding and
must be taped onto
the wall underlay with
Protecto tape (or
similar) by builder

75
m

m
 m

in

AEROBRICK AAC
© copyright 2015 Specialized Construction Products Ltd All Dimensions to be site checked before construction & installation
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Roof / Wall: RIDGE APRON FLASHING

25

Aerobrick AAC
system

40 - 75mm drained
cavity

breather type wall
underlay as installed by
builder

continuous 100 x 75 x
6mm galv. angle for
cladding support fixed
with M10 x 75mm hot
dipped galvanised
coach screws (one per
stud)

flashing must extend a
minimum of 75mm
behind cladding and
must be taped onto the
wall underlay with
Protecto Tape (or
similar) by builder

selected roofing
with stopend

35

75
 m

in

SCALE: 1:2

09A

weep holes or vents to
achieve ventilation @
1000mm² per lineal
metre of wall

premeshed PVC corner
bead

Specialized
Renderit

plaster and
mesh with

selected
Specialized

finish

AEROBRICK AAC
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Roof / Wall: HIDDEN GUTTER

SCALE: 1:3

10A

25

75
m

m
 m

in

note: metal flashing must
extend a minimum of
75mm up behind cladding

flashing
breather type wall underlay as
installed by builder
continuous 100 x 75 x 6mm galv.
angle for cladding support fixed with
M10 x 75mm hot dipped galvanised
coach screws (one per stud)

internal pressed metal gutter as
specified by the designer

all metal flashings must be taped onto
building wrap using Protecto Tape (or
similar) by the builder before cladding
is installed
premeshed PVC corner bead

weep holes or vents to achieve
ventilation @ 1000mm² per lineal
metre of wall

100mm min

AEROBRICK AACSCALE: 1:2
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11B

Wall / Deck: RIBBON PLATE

12

breather type wall underlay as
installed by builder

selected flooring

Aerobrick AAC system

Specialized Renderit plaster and
mesh with selected Specialized
finish

40 - 75mm drained cavity

Protecto EIFS membrane to
cover entire fixing block by a
minimum of 50mm on all sides
prior to plastering

selected timber decking

Aerobrick AAC
system

cavity insulation

vertical H3.1
timber battens
to maintain
cavity but allow
for fixing plate

coach bolts or bolt
fixings must be
correctly engineered
for the weight of the
attachment and
should be
countersunk into
fixing plate to allow
for proper placement
of Protecto EIFS
membrane

minimum 10mm
stainless steel
packing washers
with 50 x 3mm
thick EPDM
washers against
plaster

AEROBRICK AAC
© copyright 2015 Specialized Construction Products Ltd All Dimensions to be site checked before construction & installation
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Floor / Wall: CANTILEVERED JOISTS

SCALE: 1:3

11A

selected flooring

backing for
membrane

upstand

sealant

note: the design of the flashings
around the cantilevered floor
joists is the responsibility of the
designer and installation is the
responsibility of the building
contractor

10
0m

m
 m

in

waterproof membrane as
specified by designer and
installed by licenced
waterproofing contractor

'no more gaps' (or similar)

soffit lining

selected deck finish laid
to fall

19mm compressed fibre
cement sheet

note: waterproof membrane must
extend 200mm up vertical surface
under approved wall underlay and
a minimum of 150mm up behind
the cladding system

Aerobrick AAC system

Specialized Renderit
plaster and mesh with
selected Specialized
finish

40 - 75mm drained cavity

premeshed PVC
corner bead

weep holes or vents to
achieve ventilation @
1000mm² per lineal metre
of wall

35
m

m
 m

in

AEROBRICK AACSCALE: 1:2
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05A

Wall: Internal Corner

Specialized Renderit plaster and
mesh with selected Specialized

finish

cavity insulation

breather type wall underlay
continuous around corner as

installed by builder

Aerobrick AAC system

40 - 75mm drained
cavity

brick ties in line with
E2/AS1

internal linings

AEROBRICK AACSCALE: 1:2
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05B

Wall: Internal Corner - BRICK

cavity insulation

breather type wall underlay
continuous around corner

installed by builder

Aerobrick AAC
system

40 - 75mm drained
cavity

Specialized Renderit plaster and
mesh with selected Specialized

finish

8-10mm MS sealant
and PEF backing rod

supplied and installed
by others

brick veneer

brick ties in line with
E2/AS1

internal linings

AEROBRICK AACSCALE: 1:2
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04I

Wall: External Corner - PROFILED METAL

cavity insulation

breather type wall
underlay continuous

around corner installed
by builder

40-75mm drained cavity

Aerobrick AAC system

8-10mm MS sealant
and PEF backing rod
supplied and installed

by others

Specialized Renderit
plaster and mesh with

selected Specialized
finish

vertical profiled metal
cladding installed direct

to frame by others

folded metal flashing
to cover two crests. Rivet

to cladding - by others

brick ties in line with
E2/AS1

internal linings

AEROBRICK AACSCALE: 1:2
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04D

Wall: External Corner

cavity insulation

breather type wall underlay
continuous around corner installed

by builder

Specialized Renderit plaster and
mesh with selected Specialized finish

Aerobrick AAC system

40-75mm drained cavity

brick ties in line with E2/AS1
MAX 300mm from corner 20 x 20mm L bead

internal linings

AEROBRICK AACSCALE: 1:2
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04F

Wall: External Corner - BRICK

cavity insulation

breather type wall underlay
continuous around corner installed

by builder

Specialized Renderit plaster and
mesh with selected Specialized finish

Aerobrick AAC system

40-75mm drained cavity

8-10mm MS sealant and PEF backing rod
supplied and installed by others

brick ties in line with
E2/AS1

internal linings

AEROBRICK AACSCALE: 1:2
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04J

Wall: External Corner - SCHIST

cavity insulation

8-10mm MS sealant
and PEF backing rod

supplied and installed
by others

Aerobrick AAC system

Specialized Renderit
plaster and mesh with

selected Specialized
finish

40-75mm drained
cavity

breather type wall
underlay continuous

around corner installed
by builder

proprietary schist
cladding system

schist veneer

brick ties in line with
E2/AS1

internal linings

AEROBRICK AACSCALE: 1:2
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07A

Wall / Floor: TIMBER FLOOR FRAMING

25

H5 timber pile

75mm fibre cement base
cladding (or similar)

cavity insulation

Specialized Renderit plaster and
mesh with selected Specialized
finish

breather type wall underlay as
installed by builder

40 - 75mm drained cavity

selected timber
flooring

Aerobrick AAC system

continuous 100 x 75 x 6mm galv.
angle for cladding support fixed
with M10 x 75mm hot dipped
galvanised coach screws at
600mm ctrs max

weep holes or vents to
achieve ventilation
@ 1000mm² per lineal
metre of wall

premeshed PVC corner
bead

internal linings

Note: this drawing is outside
the scope of BRANZ
Appraisal ?????? (2015)

AEROBRICK AACSCALE: 1:2
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05C

Wall: Internal Corner - B.B WEATHERBOARD

20 m
in

timber scriber
8-10mm MS sealant and PEF
backing rod supplied and
installed by others

Aerobrick AAC system

cavity insulation

20mm vertical
H3.1 timber
batten

selected bevel
back weather
board cladding

Specialized Renderit plaster
and mesh with selected
Specialized finish

breather type wall underlay
continuous around corner as
installed by builder

40 - 75mm drained cavity

brick ties in line with E2/AS1

internal linings

AEROBRICK AACSCALE: 1:2
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05D

Wall: Internal Corner - RUSTICATED WEATHERBOARD

40 - 75mm drained cavity

Specialized Renderit plaster
and mesh with selected
Specialized finish

Aerobrick AAC system

breather type wall underlay
continuous around corner as
installed by builder

PEF backing rod behind 5mm
bead of MS sealant as supplied
and installed by others

ex 100 x 25 H3.1 timber coverboard with
6 x 6mm weathergrooves

selected rusticated
weatherboard cladding
and timber plug

vertical 20mm H3.1
timber batten

cavity insluation

brick ties in line with E2/AS1

internal linings

AEROBRICK AACSCALE: 1:2

© copyright 2015 Specialized Construction Products Ltd All Dimensions to be site checked before construction & installation

web www.specialized.co.nz

05E

Wall: Internal Corner - PROFILED METAL

20
min

breather type wall underlay continuous
around corner installed by builder

cavity insulation

40 - 75mm drained
cavity

brick ties in line with
E2/AS1

folded metal flashing by others

vertical profiled metal cladding
installed direct to frame by others

8-10mm MS sealant and PEF backing
rod supplied and installed by others

Aerobrick AAC system

Specialized Renderit plaster and
mesh with selected Specialized finish

internal linings

AEROBRICK AACSCALE: 1:2
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04K

Wall: External Corner - ARTIFICIAL STONE / TILES

cavity insulation

breather type wall
underlay continuous

around corner installed
by builder

40-75mm drained cavity

Aerobrick AAC system

Specialized Renderit
plaster and mesh with

selected Specialized
finish

brick ties in line with
E2/AS1

layer of 200mm
wide Protecto EIFS
tape to be adherred

100mm onto
Aerobrick AAC

and fibre cement
backing prior to

plastering

artificial stone veneer proprietary artificial stone
cladding system with

dry cavity

20mm vertical H3.1 batten

internal linings

AEROBRICK AACSCALE: 1:2
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06F

Door Sill: REBATED CONCRETE SLAB

Appraisal No.??? [????]

Aerobrick AAC system
beyond

WANZ window support
bar as required

5mm min gap

rebate in slab must be
completely waterproofed

with Tankit proprietary
water proofing as

supplied by Specialized
Construction Products

air seal against PEF
backing rod installed by

builder

Specialized Renderit
plaster and mesh with

selected Specialized
finish

selected masonry plaster
to fill and create door sill
with slope of 15° min with
selected finishing plaster

to match cladding

slab must be sealed by
the builder using a

suitable water proofing
membrance prior to the

installation of the joinery.
the membrane must seal

the entire sill area and
100mm up the jamb

frame

7.
5m

m

AEROBRICK AACSCALE: 1:2
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05G

Wall: Internal Corner - SCHIST

breather type wall underlay
continuous around corner

installed by builder

cavity insulation

40 - 75mm drained
cavity

brick ties in line with
E2/AS1

Aerobrick AAC system

note: the Aerobrick AAC system
must be installed and painted
prior to schist being applied

schist veneer

proprietary schist
cladding system

40

Specialized Renderit
plaster and mesh with

selected Specialized
finish

layer of 200mm wide
Protecto EIFS tape to be
adhered 100mm onto the

Aerobrick AAC system and
fibre cement backing prior

 to plastering

8-10mm MS sealant
and PEF backing rod

supplied and installed
by others

internal linings

AEROBRICK AACSCALE: 1:2
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05H

Wall: Internal Corner - ARTIFICIAL STONE / TILES

20

breather type wall underlay continuous
around corner installed by builder

cavity insulation

40 - 75mm drained
cavity

brick ties in line with
E2/AS1

Aerobrick AAC system

proprietary artificial stone cladding system
with dry cavity

Specialized Renderit plaster and
mesh with selected Specialized finish

layer of 200mm wide Protecto EIFS tape to be
adhered 100mm onto the Aerobrick AAC system

and fibre cement backing prior to plastering

artificial stone veneer

internal linings

AEROBRICK AACSCALE: 1:2
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04H

Wall: External Corner - RUSTICATED WEATHERBOARD

30
0m

m
 m

ax

20 x 20mm PVC
L bead

selected weatherboard
cladding & timber plug

vertical 20mm H3.1 timber
battens

brick ties inline with
E2/AS1

cavity insulation

Aerobrick AAC
system

breather type wall
underlay continuous
around corner as
installed by builder

Specialized Renderit
plaster and mesh with
selected Specialized
finish

8-10mm MS sealant
over PEF backing rod
installed by others

20mm cavity

40-75mm drained
cavity

65mm min

ex 75 x 25 coverboard
with 6 x 6mm
weathergrooves

edge of slab (provide
nib to support end of
Aerobrick wall)

AEROBRICK AACSCALE: 1:2
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06A

Wall / Floor: CONCRETE SLAB
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DPC

50
 re

ba
te

approved breather type
wall underlay installed

by builder

Specialized Renderit
plaster and mesh with

selected Specialized finish

cavity insulation

40 - 75mm drained cavity

Aerobrick AAC system

10mm drip edge (20mm
MAX over hang)

weep holes or vents to
achieve ventilation

@ 1000mm² per lineal
metre of wall

Specialized Tankit
waterproofer brush

coat applied to rebate

internal linings

Specialized brick edge bead

AEROBRICK AACSCALE: 1:2
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06B

Wall / Floor: REBATED CONCRETE SLAB
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Specialized Masonry Leveling
Compound with select finish

concrete block wall
(NZS 4229:1999)

Specialized Renderit plaster
and mesh with selected

Specialized finish

cavity insulation
40 - 75mm drained cavity

Aerobrick AAC system

10mm drip edge (20mm
MAX over hang)

approved breather type
wall underlay installed

by builder

Specialized brick edge bead

weep holes or vents to achieve
ventilation @ 1000mm² per lineal

metre of wall

Specialized Tankit
waterproofer brush

coat applied to rebate

DPC

AEROBRICK AACSCALE: 1:2
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08A

Door Sill: TIMBER FLOOR FRAMING

Specialized renderit
plaster and mesh with
selected Specialized
finish

breather type wall
underlay as installed
by builder

brick ties in line with
E2/AS1

5mm bead of MS
sealant

selected flooring

air seal against PEF
backing rod installed
by builder

40 - 75mm drained
cavity

Aerobrick AAC system

window support bar in accordance with E2/AS1

Protecto Sill flashing system (or similar) by builder
continuous along sill. Extend flashing tape 100mm
up each jamb and 50mm onto face of wall underlay

note: the floor must be
sloped if the glazing
pocket of the joinery is
positioned past the line
of the floor edge

20mm H3.2 timber
kickout batten

200mm wide
polyethylene flashing
inline with E2/AS1 sill
flashing to extend
200mm past each end
of window by others

Aerobrick AAC with
15° min slope to top

7.
5m

m

AEROBRICK AACSCALE: 1:2
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06C

Wall / Floor: CONCRETE SLAB (BELOW GROUND)

approved breather type
wall underlay must be

continuous accross timber
/ concrete face as installed

by builder

Specialized Renderit plaster
and mesh with selected

Specialized finish

cavity insulation

40 - 75mm drained cavity
Aerobrick AAC system

note: fill cavity below
ground with sloped
mortar or concrete

25mm min to paved ground
100mm min to unpaved ground

15
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in
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DPC

Specialized Tankit
waterproofer brush coat

applied to rebate

note: the expected
durability of the
cladding that
continues into the
ground may be
reduced and is not
covered under a
standard warrenty

weep holes or vents to
achieve ventilation

@ 1000mm² per lineal
metre of wall

control joint or sealant over
PEF backing rod to split

plasters at rebate line

AEROBRICK AACSCALE: 1:2
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04E

Wall: External Corner - EZ Panel

cavity insulation

breather type wall underlay
continuous around corner installed

by builder

Specialized Renderit plaster and
mesh with selected Specialized finish

Aerobrick AAC system

40-75mm drained cavity

brick ties in line with
E2/AS1

internal linings

20 x 50mm PVC L bead

Specialized Renderit plaster and
mesh with selected Specialized finish

EZ Panel system
H3.1 timber batten to close off 20mm cavity

8-10mm MS sealant and PEF backing rod
supplied and installed by Specialized Certified

Contractor
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05I

Wall: Internal Corner - EZ PANEL

Appraisal No.??? [????]

cavity insulation

Aerobrick AAC
system

40 - 75mm drained
cavity

Specialized Renderit plaster and
mesh with selected Specialized

finish

8-10mm MS sealant
and PEF backing rod

supplied and installed
by Specialized

Certified Contractor

brick ties in line with
E2/AS1

internal linings

20 x 50mm PVC L bead

breather type wall
underlay continuous

around corner
installed by builder

20mm H3.1 timber cavity batten

EZ Panel system

40mm

AEROBRICK AAC
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Wall / Floor: NON-CANTILEVERED SLATTED DECK

Appraisal No.??? [????]

SCALE: 1:3

11D

10mm min overhang

12

Specialized Renderit plaster and mesh with
selected Specialized finish

brick ties inline with E2/AS1

Specialized brick edge
bead

weep holes or vents to
achieve ventilation @
1000mm² per lineal metre
of wall

Specialized Tankit
waterproofer brush coat
applied to rebate
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selected
flooring finished deck surface

cavity insulation

40 - 75mm drained cavity

Aerobrick AAC system

approved breather type wall underlay as installed
by the builder

deck joistfloor joist

13/02/2015

13/02/2015

13/02/2015

13/02/2015
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Window Head:
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selected aluminium joinery

air seal - to be installed
by builder

Aerobrick AAC system

cavity insulation

wall underlay to be continued
under lintel and taped with
Protecto Sill System (or
similar) at corners by builder

Specialized Renderit plaster and
mesh with selected Specialized
finish

7.
5m

m

aluminium window
head flashing with 15°

slope and 10mm
cover at window head

sealant required for
very high and extra

high wind zones

brick ties in line with E2/AS1

40 - 75mm drained cavity

additional layer flashing tape
lapped aluminium head flashing

2-5 gap

brick head drip edge bead
Supporting lintel as defined
by the width of penetration.
Refer to E2/AS1 table 18e
stop end on head flashing

AEROBRICK AACSCALE: 1:2
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01B

Window Head: SOFFIT AT WINDOW/DOOR HEAD

7.
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m

selected aluminium
joinery

air seal - to be
installed by builder

cavity insulation

wall underlay to be
continued under lintel
and taped with Protecto
Sill System (or similar)
at corners by builder

line of AEROBRICK
AAC system 10mm
minimum cover over
window flange

100mm min to
face of cladding

varies

18 x 18mm
timber bead

at soffit
(painted)

selected fibre cement
soffit lining


